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MAIN JUNCTION BOX
(400mmX350mmX150mm) SPLICE IN
ON ABUTMENT WALL JUNCTION BOX
WITH IN LINE (TYP.)
15AMP FUSES

ROADWAY LIGHTING
FIXTURES (SEE PLAN)
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TRIMMED CABLES

COMPRESSION TYPE COPPER SLEEVE
(SIZED FOR ACTUAL NUMBER OF CABLES
AND MFR. SUGGESTED CRIMP TOOL USED)
SEALANT TAPE OR INSERT (AROUND

AND THROUGH CROTCH OF SPLICE)

HEAT-SHRINKABLE CAP WITH FACTORY APPLIED
WATERPROOF SEALANT (SIZED TO ACCOMMODATE
THE REQUIRED NUMBER OF CABLES)

ELECTRIC FEEDER CABLES SUCH AS CABLE IN
UNIT DUCT OR IN CONDUIT (SIZE AS NOTED
ON CONTRACT DRAWINGS)

EXPOSED SEALANT

NOTE THAT NUMBER OF

ELECTRIC CABLE TO LUMINAIRE (SIZE CABLES IN SPLICE MAY VARY.

AS NOTED ELSEWHERE IN THESE CONTRACT
DOCUMENTS)

CABLE SPLICING DETAIL
SCALE: N.T.S.
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